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AMPLI-BUS MITSUBISHI 
 CANBUS 

Adapter for MITSUBISHI OEM AMPLIFIER 
wake up 

rev 2.0 
DESCRIPTION 

AMPLI-BUS is an adapter able to wake uo the OEM amplifier of Mitsubishi OUTLANDER and  
Pajero via CANBUS. 
The selection of the protocol comes through the SELF-RECOGNITION, which significates that at 
the termination of the connection for the insertion of the module to the connector, the unit  will carry 
out the synchronization and the selection of the CANBUS protocol of the car on which the module is 
installed. 

WIRE FUNCTION 
 RED POWER 12 VDC 
 BLACK GND 
 GREEN AMPLIFIER BUS COMMUNICATION 
 BLUE AMPLIFIER WAKE UP  

20 WAYS 18 WAYS 

18 WAYS  

2s 3s 4s 5s 6s 7s 1s 8s 
9s 

11s 12s 13s 14s 15s 16s 17s 18s 
10s 

MANUALE DI INSTALLAZIONE  

AMPLI-BUS MITSUBISHI 
Adattatore  

UNIVERSALE per attivazione  
AMPLIFICATORI CANBUS 

rev 2.0 
DESCRIZIONE 

AMPLI-BUS è un adattatore per l’attivazione via CANBUS dell’amplificatore originale delle vetture 
Mitsubishi OUTLANDER e Pajero.  
 
La selezione del protocollo avviene in AUTO-RICONOSCIMENTO, ciò significa che terminati i colle-
gamenti all’inserimento del modulo al connettore, l’unità eseguirà in circa un secondo la sincronizza-
zione e la selezione del corretto protocollo CANBUS dell’auto sulla quale viene installato il modulo. 

CAVO FUNZIONE 
 ROSSO ALIMENTAZIONE POSITIVA  
 NERO ALIMENTAZIONE NEGATIVA 
 VERDE LETTURA BUS AMPLIFICATORE 
 BLU USCITA ACCENSIONE AMPLIFICATORE  

20 WAYS 18 WAYS 

18 WAYS  

2s 3s 4s 5s 6s 7s 1s 8s 
9s 

11s 12s 13s 14s 15s 16s 17s 18s 
10s 
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