


Fs: 1050 Hz
Qt: 0.98
Qm : 3.15
Bl: 1.49 N/A
Le: 0,4 mH
Freq-resp: 1.3-22 kHz
Pmax: 30 W 1,5 kHz
dB Spl: 91.5








∅



   





Due to the continue increase of the performances, parameters are subject to change without notice
Laboratorio Audio s.n.c. Via del Progresso 26/A Castelgomberto (VI) AD audio development.

D: 28 mm
Re: 3 Ohm





Fs: 560 Hz
Qt: 0.98
Qm : 1.91
Bl: 0.8 N/A
Le: 0,31 mH
Freq-resp: 1.2-22 kHz
Pmax: 25 W 1,5 kHz
dB Spl: 90








∅




   



Due to the continue increase of the performances, parameters are subject to change without notice
Laboratorio Audio s.n.c. Via del Progresso 26/A Castelgomberto (VI) AD audio development.

D: 28 mm
Re: 3 Ohm




Le: 0.39 mH
Re: 3.0 ohm
Fs: 98 Hz
Qms: 1
Qts: 0.44
Vas: 1.62 l
Bl: 3.32 N/A
Ferq.Resp: 130-7000 Hz






∅











Phase and impedance curves are measured after 20 hours burn-in at 40 W RMS, so are the T / S parameters.
Due to the continue research and development, these information are subject to change without notice.

Laboratorio Audio s.n.c. Via del Progresso 26/A Castelgomberto (VI) AD audio development.

Sd: 55.3 cm^2
Xmax: 10 mm
Pmax: 50 W
dBSpl: 88 dB





Le: 0.92 mH
Re: 3 ohm
Fs: 62.6 Hz
Qms: 4.38
Qts: 0.59
Vas: 6.94 l
Bl: 6.69 N/A
Freq.Risp: 42-2300 Hz






∅





    




Phase and impedance curves are measured after 20 hours burn-in at 40 W RMS, so are the T / S parameters.
Due to the continue research and development, these information are subject to change without notice.

Laboratorio Audio s.n.c. Via del Progresso 26/A Castelgomberto (VI) AD audio development.

Sd: 136 cm^2
Xmax: 20 mm
Pmax: 150 W
dBSpl: 90 dB




Le: 1.14 mH
Re: 2.8 ohm
Fs: 33 Hz
Qms: 3.46
Qts: 0.35
Vas: 76 l
Bl: 15.8 N/A
Ferq.Resp: 25-800 Hz






∅




 





Phase and Impedance curves are measured after 20 hour of use at 50 W RMS, so are the T/S parameters.
Due to the continue research and development, these information are subject to change without notice.

Laboratorio Audio s.n.c. Via del Progresso 26/A Castelgomberto (VI) AD audio development.

Sd: 540 cm^2
Xmax: 33 mm
Pmax: 400 W
dBSpl: 92 dB


